






EasyTrax and IntelliTrax

© 2009. X-Rite, Incorporated. All rights reserved. PANTONE® and other Pantone, Inc.
trademarks are the property of Pantone, Inc. L7-453 (06/08)

xrite.com      pantone.com

Technical Speci�cations

Press Console Sizes 

Scanning Area

Scanning Speed

Patch Size (min)

Color bar

Density Repeatability 

Spectral Repeatability

Density Range

Spectral Range

Re�ectance Range

Density Accuracy

Density Status

Colors supported

 

Illumination

Polarization

Paper Thickness

Communication Port

Accessories 

 
 

Service/Training

Re�ection 0/45 per ANSI PH2-17

29”, 32”, 40”, 56”, 65”

160mm/sec

3.2x2mm, 3x3.2mm, 3.5x3.5mm

Comes with pre-de�ned color bars or use  
custom color bar with the advanced Editors

Black density +/- 0.02D @ 1.5D

White density +/- 0.01D

0.20 OPEab on white tile

0 – 2.5D

400nm-700nm

0-150% Re�ectance

+/- 0.02D at 1.5D

E / T / I / A / G

Up to 8 for Density version, up to 16 for  
Spectral version

Gas Pressure Lamp

Dynamic polarization: reads polarized density 
and unpolarized density at same time

Min: 0 mm

Max: .762mm

Ethernet

Computer Hardware Dell®Pentium®4processor  
17” Elo® Touch-screen LCD monitor

X-Rite 530 Series handheld spectrophotometer

X-Rite SpectroEye handheld spectrophotometer

MonacoPROFILER Platinum software

Pro�leMaker 5 Platinum software

IntelliTrax includes 2-day classroom training at 
X-Rite headquarters facility or optional on-site 
training at customer’s facility (fees apply)

One year warranty

Warranty/service plan upgrade

0/45 per ANSI

20”(52cm), 26”(166.04cm), 29”(74cm),

32”(81.3cm), 40”(102cm)

Up to 1050mm

150mm/sec

3.8mm x 4mm 

Comes with pre-de�ned color bars or use  
custom color bar with the advanced Editors

Black density +/- 0.02D @ 1.5D

White density +/- 0.01D

0.20 dE00 on white tile

0 – 2.5D

400nm-700nm

0-150% Re�ectance

+/- 0.02D at 1.5D

E / T / I / A

Up to 6 colors 

Gas Pressure Lamp

Dynamic polarization: reads polarized density 
and unpolarized density at same time

Min: 0.1mm

Max: 1.5mm

Ethernet

Computer Hardware Dell®Pentium®4processor  
17” Elo® Touch-screen LCD monitor

EasyTrax training materials are included for 
simple set up and use.  Optional additional  
training available (fees apply)

One year warranty

Warranty/service plan upgrade
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