
CAPSURE Versatile and Convenient Color Tool
CAPSURE accurately reads color on a wide range of surfaces and materials to find the closest match in 
related color libraries. CAPSURE is lightweight and easy to use. With minimal training, paint department 
employees can help customers identify colors on walls, carpets, furniture, flooring, clothing — virtually 
any inspiration object. 

CAPSURE provides color recommendations to aid in the customer selection and design process with 
Harmony Palettes, Similar Colors and Color Navigation, ideal when searching for extra inspiration. It 
can also isolate colors within a multi-colored pattern for developing matching or complementary color 
palettes. Color information can be recorded and saved for selecting accent colors or downloaded for 
in-store paint mixing.

Easy to Use
• Preview samples before measurement; zoom in to manually select specific areas or automatically 

identify the dominant shades from detailed and multi-colored samples

• Goes wherever you need to go; lightweight and powered with a USB rechargeable battery

• Stores up to 100 measurements and features a built-in microphone to create an audio record for 
each color

• Proprietary, one-click color identification system accurately identifies color components, quickly 
cross check the best matches between color collections

• Allows recall saved colors to create custom palettes and merge choices with popular design 
applications

 For more information regarding this product, visit www.xrite.com/CAPSURE

Portable Color 
Identification Tool



CAPSURE Portable Color Measurement Tool

X-Rite is either a registered trademark or trademark of X-Rite, Incorporated in the United 
States and/or other countries. PANTONE©, PantoneLIVE and other Pantone trademarks are 
the property of Pantone LLC. All other trademarks or registered trademarks are the property 
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Portable, Convenient Intuitive User Interface Adaptable, Expandable

Service Support & Warranty 
X-Rite’s color analysis and measurement solutions are engineered and manufactured to the most rigorous quality standards. These standards are backed 
by comprehensive global service, superior phone and web support, and preventative maintenance options to optimize your long-term investment. We have 
developed service support and warranty plans that are unique to your organization’s specific products and needs.

Learn more by reviewing our service offerings on our website at: www.xrite.com/page/service-warranty. 
Still unsure of what you need? Contact us directly at: servicesupport@xrite.com 

Specifications 

Full list of specifications available at www.xrite.com/CAPSURE

CAPSURE

Short Term Repeatability - White Typical 0.2 DE94 on white

Display 4.5cm Color TFT

Measurement Geometry 45°/0° Image Capture

Light Source Independent tri directional 25 LED (8 x visible wavelengths, 1 x UV)

Measurement Spot 2, 4 and 8mm with auto extraction of 4 dominant colors

User interface 5 point navigation button. 2 stage measurement/preview button.

Measurement Time 1.8 seconds

Memory capacity 256MB. >45,000 reference colors. 100 saved colors each with 30 second voice tag.

Power 3.7V / 1200mAh Lithium ion battery

Connection USB

Dimensions 144mm L x 52mm W x 40mm H


